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NOTES

1. Pavement markings shown are existing.

2. Revision 'C'is a revision to the traffic

signdalinterconnect built in January, 1996
under S.H.A. Contract No.: BW831-802~712.

CONSTRUCTION DETAILS

Install handhole,

Use existing handhole. Splice new loop wire to existing
2-conductor shielded cable.

Install 1in. liquid tight flexible conduit for loop detector lead-in.
Install 2 in. polyvinyl chloride [Schedule 801 electrical conduit - trenched.

Install 2 in. polyvinyl chloride [Schedule 801 electrical conduit - bored.

Install 2 in. polyvinyl chloride [Schedule 8071 electrical conduit - slotted in roadway.

Install 4 in. polyvinyl chloride [Schedule 801 electrical conduit - trenched.
Install6 ft. x 6 ft. vehicle loop detector (4 turns).

Use existing handhole.

Located and use existing handhole. Adjust frame and cover to grade.
Use existing conduit.

Use existing span wire.

Use existing span wire and re-ring.
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Use existing strain pole.
Use existing strain pole. Tie new conduit to existing elbow.
Use existing cabinet/controller.

Use existing cabinet/controller. Replace existing 2-channelloop
detector system with 4-channelrack mounted detection.

Use existing cabinet/controller. Replace existing 2-channelloop
detector system with 4-channelrack mounted detection. Install
an additional 4 in. elbow in base and additional detector panel.
Use existing cabinet/controller. Replace existing 2-channelioop
detector system with 4-channelrack mounted detection.
Installan additional detector panel.

Remove existing handhole.

Cap and abandon existing conduit.

Use existing strain pole. Installan additional weatherhead.

Disconnect and pullback existing cables and re-run.

Install6 ft. x 30 ft. quadrupole type vehicle loop detector (3-6-3 turns).
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Expand existing system.
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